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PART I 

 
 

**PAGE #** 
 
*** CHANGE *** 
 

 NO CHANGES AT THIS TIME 
  

 
PART II 

 
 

**PAGE #** 
 
*** CHANGE *** 
 

 NO CHANGES AT THIS TIME 
  

 
PART III 

 
 

**PAGE #** 
 
*** CHANGE *** 
 

 Changed Table of Contents to reflect changes made to PART III.
G-12 
thru 
G-29 

Deleted “33.  Certification of Materials” and renumbered 
remaining items. 



5-8 D. Installation of Fabricated Steel Tapping Sleeves: 
 2.  Rockwell Tapping Sleeve Installation: 

5-9 D. Installation of Fabricated Steel Tapping Sleeves: 
 2. Rockwell Tapping Sleeve Installation: 

b. Lubricate pipe and gasket with soap and water 
or gasket lubricating solution.  Do not use 
grease or pipe lubricant. 

 
It is not necessary to lubricate pipe. (See 
item C) Under no condition should any 
antifreeze be used. 

 
f. Tighten bolts, alternating from one side to 

the other to equalize the gap between halves. 
Continue to tighten bolts until sleeve halves 
conform to the contour of the pipe and all 
bolts are to a uniform tightness.  Torque 
bolts per manufacturer’s recommendations.  The 
required torque for dry threads will be 70-100 
ft. lbs.   (Lubricated threads 35-50 ft. lbs.)
On thin wall or badly corroded pipe care 
should be taken to prevent crushing or 
collapsing of the pipe. 

  
  

 
PART IV 

 
 

**PAGE #** 
 
*** CHANGE *** 
 

G-2 H. Contractor will not be allowed to remove the pre-
assembled flushing mechanism and make the tie-in to the 
existing water system until all water and sewer utility 
work, including punch list items, are completed. 

I.H. 
J.I. 

2-1 II – Products 
2.01 Approved Materials 
Third paragraph: 
The certification and/or shop drawings must include 
manufacturer's name, type of product, location of plant, 
project name and number, etc. for each product. 
 

3-1 II – Products 
2.02 Approved Materials 
Third paragraph: 
The certification and/or shop drawings must include 
manufacturer's name, type of product, location of plant, 
project name and number, etc. for each product. 

3-8 
and 
3-9 

D. Installation of Fabricated Steel Tapping Sleeves: 
2. Rockwell Tapping Sleeve Installation: In addition 

to the conditions outlined in Section 1 above, the 



following procedures must be followed by the 
contractor: 
b. Lubricate pipe and gasket with soap and water, 

or gasket lubricating solution.  Do not use 
grease or pipe lubricant. 

 It is not necessary to lubricate pipe. (See 
item c. Under no condition should any 
antifreeze be used. 

f. Tighten bolts, alternating from one side to 
the other to equalize the gap between halves. 
Continue to tighten bolts until sleeve halves 
conform to the contour of the pipe and all 
bolts are to a uniform tightness.  Torque 
bolts per manufacturer’s recommendation. The 
required torque for dry threads will be 70-100 
ft. lbs. (Lubricated threads 35-50 ft. lbs.)
On thin wall or badly corroded pipe care 
should be taken to prevent crushing or 
collapsing of the pipe. 

 
  

 
PART V 

 
 

** PAGE # 
** 

 
*** CHANGE *** 
 

 Changed Table of Contents to reflect changes made in Part V. 
iii Last paragraph: 

A certification letter (sample following) shall be submitted 
by the manufacturer/supplier prior to the contractor 
beginning construction. Further details regarding submittal 
of shop drawings, etc. can be found in Part III and Part IV 
of this document. 

iv Deleted page - “Sample Certification Document” 
V-1-2 C. Fire Hydrants 

 6. American Darling – Mark 73-2 
V-1-7 F. Vaults, Precast Concrete 

 6. Bartow 
V-1-8 H. Resilient Seated Wedge Tapping Valves 

 6. American R/D – Series 2000 (Resilient Wedge) 
V-1-9 M. Water Meter Boxes/Vaults 

 1. Precast Concrete Box: 
d. Bartow Precast Vaults (for 3” and larger water 

meters and assemblies) 
V-1-14 V. Casing Spacers 

6. CCI Model CSS 
V-2-5 
and 
V-2-6 

J. Valves 
 1. Sewage Air/Vacuum Release Valves 

b. A.R.I. Combination Air Valve – Model D-020 and 
D-025 



L. Casing Spacers 
 1. Same as under “Section 1: Water System” 

V-3-5 Resilient Seated Gate Valves and Fire Hydrants 
Manufacturers 

7. American R/D, LLC (203) 744-0753 
36 Mill Plain Road, Suite 307 FAX(203) 744-0796 
Danbury, CT 06811 

 
V-3-8 Tapping Valves 

Manufacturers: 
6. American R/D, LLC  (203) 744-0753 

36 Mill Plain Road, Suite 307 FAX (203) 744-0796 
Danbury, CT 06811 

 
V-3-10 Vaults and/or Meter Boxes [for 1½” and larger water meters and 

assemblies (WM) and for backflow devices (BF)] – Precast 
Concrete 
Manufacturers: 
WM, 8. Bartow Precast (770) 382-4462 
BF P.O. Box 20067 FAX (770) 382-4480 
 Cartersville, GA 30120  Web Site: www.bartowprecast.com

V-3-14 Casing Spacers 
Manufacturers: 
 6. CCI Pipeline Systems, LLC (281) 350-2100 
 P.O. Box 9365 (800) 867-2772 
 The Woodlands, TX 77387 FAX (281) 288-6261 

V-3-21 Air/Vac and Combination Valves 
 2. A.R.I. Flow Control Accessories  972-4-6761988 
 KFAR CHARUV FAX 972-4-6763402 
 12932 ISRAEL www.arivalves.com 

V-3-22 Reformatted page. 
V-4-3 A. Water Systems 

 2. Valves: 
  13. All bonnet bolts must be stainless steel. 

V-4-11 A. Water Systems 
 7. Fire Hydrants 
  a.  

11) Drain Valve: The operation of the drain 
mechanism shall be correlated with the 
operation of the main valve and shall 
involve a momentary flushing of the drain 
ports each time the hydrant is opened. 
The drain ports shall be fully closed 
when the hydrant valve is more than 2½ 
turns open and the drainage channel in 
the bronze valve seat ring shall connect 
to two or more outlet drain ports. No
sSprings may be employed in the hydrant 
valve or drain valve mechanism. 

V-4-24 B. Sanitary Sewer Systems 
 1. Gravity Sewer and Force Main Pipe and Fittings: 

f. Carlon Vylon H.C. PVC Gravity (non-pressure) 



sewer pipe (21"-48") shall meet requirements 
of ASTM F794 F1803 and fittings shall meet the 
requirements of ASTM 3034-35 PVC sewer pipe 
with elastomeric gasket joints meeting 
requirements of ASTM D3212. Bedding shall be 
as required by the County for plastic pipes as 
shown in the County's Standard Details. 

g. Ultra-Corr PVC sewer (non-pressure) pipe
(24"-36") shall be seamless profile wall and 
meet the requirements of ASTM F794 F1803 and 
fittings shall meet the requirements of ASTM 
3034-35 PVC sewer pipe with elastomeric gasket 
joints meeting requirements of ASTM D3212. 
Bedding shall be as required by the County for 
plastic pipes as shown in the County's 
standard details.  Pipe shall have a smooth 
interior with a corrugated cross-sectional rib 
exterior. Exterior corrugations shall be 
perpendicular to the axis of the pipe to allow 
placement of the sealing gasket without field 
marking, beveling, sealing channels, gluing, 
welding, additional cutting or machining. The 
pipe stiffness shall be a minimum of 50 psi 
when tested at 5% deflection in accordance 
with D2412. Pipe shall be green in color. 

  
 


